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Page Model Package | Frequency | Insertion | Leakage
Number | Number Range Loss (dB) | Power (mw)
3 400-F200 | Coaxial | 2-18 GHz | 2.2 50

4 400-F201 | Module | 2-18 GHz | 2.2 50

5 400-F202 | Coaxial | 2-18 GHz | 2.0 80

6 400-F203 | Module | 2-18 GHz | 2.0 80

/ 400-F204 | Coaxial | 2-18 GHz | 2.5 50

8 400-F205 | Module | 2-18 GHz | 2.5 50

9 400-F206 | Coaxial | 2-18 GHz | 2.8 20

10 400-F207 | Module | 2-18 GHz | 2.8 20

11 400-F208 | Coaxial |2-8 GHz |1.6 100

12 400-F209 | Module |2-8 GHz | 1.6 100
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REVISIONS
ZONE | SYM DESCRIPTION DATE | APPROVED
D
SMA MALE PER
MIL-STD-348 AND
MIL-C-39012 -~———— 13709 ———=— SMA EEMALE
C MIL-STD-348 AND
MIL-C-39012
AAAAAA | 7 *
.31 DIA.
‘ SPECIFICATIONS
- ypyre.J FREQUENCY RANGE: 2—18.0 GHz
INSERTION LOSS: 2.2 dB MAX
LEAKAGE POWER: 50 mWATTS
PEAK POWER 200 WATTS
B AVG POWER 1 WATT
RECOVERY TIME 50 NANOSECONDS
NOTES:
1.0 MATERIAL:
1.1 BODY: CORROSION RESISTANT
—] STEEL TYPE 303, PER ASTM A582
1.2 CONNECTORS: CORROSION RESISTANT
STEEL PER MIL-STD-348 AND MIL-C-39012
2.0 FINISH: T s o gL or e
2.1 BODY: PASSIVATED PER QQ_P_35’ géz\;ég%LHE MANUFACTURE OR SALE OF ITEM(S) WITHOUT WRITTEN
TITLE
TYPE Il UNLESS OTHERWISE SPECIFIED DRAFT MRG DATE
A 2.2 CONNECTORS: PASSIVATED IN QUENSONS SRENNCTES | | SHRD =2 | IMITER OUTLINE
ACCORDANCE WITH MIL-STD-348 AND MIL-C-39012 A PACE DECIMALS:+ 010 [PROD SIZE Torsz cooe [DWG NO
2PLACE DECIMALS: + .01
"iters aosrmac | |[ENGR B a3 400-F200
A 08 1o ROR Charen QA SCALE 3X [SHEET 1 OF 1
4 | 3 A 2 | 1
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4 3 v a
REVISIONS
ZONE | SYM DESCRIPTION DATE | APPROVED
D
SMA FEMALE
CONNECTOR
2 PLACES = 38 |=— SPECIFICATIONS
FREQUENCY RANGE:  2-18.0 GHz
~ B0 INSERTION LOSS: 2.2 dB MAX
LEAKAGE POWER: 50 MWATTS
400-F201 i PEAK POWER 200 WATTS
U1 /XXXXXX o @ 38 AVG POWER 1 WATT
C P [\Y) ' RECOVERY TIME 50 NANOSECONDS
DATE CODE el 25 L
— 19
SERIAL NUMBER
>
B
NOTES:
1‘ FINISH: WASH PRIMER PER DDD7P715388D THESE DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY OF RH LABS ﬁ
T S LR S L MR S o
TITLE
. PAINT PER MIL-C-22750 yzss v S RO e DAL LIMITER OUTLINE
2. MARKING: BLACK EPOXY INK .06 HIGH PER MIL-STD— 130 AELERONCES, T FNSises  [EHKD
i Eamt o SIZE o e [DWG WO T
SeiiteTs aosk wm  [ENOR B |wu7s
REMTDDVEJOguﬁiiARNDDRSHCAHRAPMFEEDRGES QA SCALE 2 /1 ‘SHEET 1T 0F 1
3 | 3 4 2 |
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4 3 v 2
REVISIONS
ZONE | SYM DESCRIPTION DATE | APPROVED
D
SMA MALE PER
MIL-STD-348 AND
MIL-C-39012 -~ 1.37£09 — = SMA FEMALE
C MIL-STD-348 AND
MIL-C-39012
I 8 o
I ’ ' SPECIFICATIONS
—p FREQUENCY RANGE: 2—18.0 GHz
INSERTION LOSS: 2.0 dB MAX
LEAKAGE POWER: 80 mWATTS
PEAK POWER 1000 WATTS
B AVG POWER 5 WATTS
RECOVERY TIME 80 NANOSECONDS
NOTES:
1.0 MATERIAL:
1.1 BODY: CORROSION RESISTANT
— STEEL TYPE 303, PER ASTM A582
1.2 CONNECTORS: CORROSION RESISTANT
STEEL PER MIL-STD-348 AND MIL-C-39012
2.0 FINISH: D S SPECCATONS AR T FROFERDY o 0
2.1 BODY: PASSIVATED PER QQ.P.35' ﬁéﬁ'iégféLHE MANUFACTURE OR SALE OF ITEM(S) WITHOUT WRITTEN
TITLE
TYPE I UNLESS OTHERWISE SPECIFIED DRAFT MRG
A 2.2 CONNECTORS: PASSIVATED IN e M St =21 | IMITER OUTLINE
ACCORDANCE WITH MIL-STD-348 AND MIL-C-39012 PAE RIS roo S7E oo WG Ko
RASEE! T e B |wrs 400-F202
R 003 MA, R OR CHAMFER | QA SCALE 3X [SHEET 1 OF 1
4 3 A 2 |
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REVISIONS
ZONE [ SYM DESCRIPTION DATE | APPROVED
D
SMA FEMALE
CONNECTOR
] 2 PLACES = 38 = SPECIFICATIONS
FREQUENCY RANGE: 2-18.0 GHz
90 INSERTION LOSS: 2.0 dB MAX
LEAKAGE POWER: 80 mWATTS
400-F203 i PEAK POWER 1000 WATTS
RS - J2 ° 38 AVG POWER 5 WATTS
C { Y RECOVERY TIME 80 NANOSECONDS
DATE CODE »‘ 25 L .
SERIAL NUMBER
>
B
NOTES:
' ! B AND SHALL NOT BE REPRODUCED OR COPIED OR USED IN PART AS THE ‘_._‘-_--.__‘_\
1 FINISH\ WASH PRIMER PER DDD P 15388]:] THESE DRAWINGS AND SPECIFICATIONS ARE THE PRDPERTY OF RH LABS ﬁ
PRIMER PER MIL7P783377D géé%}lsg?ﬁNTHE MANUFACTURE OR SALE OF ITEM(S) WITHOUT WRITTEN TITLE LARORATORIES, 1IN
PAINT PER MIL-C-22750 UNLESS OTHERWISE SPECIFIED [DRAFT DEC DAJE’DQ LIMITER DUTLINE
2. MARKING: BLACK EPOXY INK .06 HIGH PER MIL=STD— 130 : g’tigg cis i 551D SURFERRIEEN
TS nn aax ENCR B |wJ73 400-F 203
R T SCALE 2/1 [SHEET 1 OF |
4 3 A P | 1
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4 3 v 2 1
REVISIONS
ZONE | SYM DESCRIPTION DATE | APPROVED
D
SMA MALE PER
MIL-STD-348 AND
MIL-C-39012 -~ 1.37£09 — = SMA FEMALE
C MIL-STD-348 AND
MIL-C-39012
\1\\1\1\\1\1\\1 g 31 DIA
It ’ ' SPECIFICATIONS
—p FREQUENCY RANGE: 2—18.0 GHz
INSERTION LOSS: 2.5 dB MAX
LEAKAGE POWER: 50 mWATTS
PEAK POWER 1000 WATTS
B AVG POWER 10 WATTS
RECOVERY TIME 400 NANOSECONDS
NOTES:
1.0 MATERIAL:
1.1 BODY: CORROSION RESISTANT
— STEEL TYPE 303, PER ASTM A582
1.2 CONNECTORS: CORROSION RESISTANT
STEEL PER MIL-STD-348 AND MIL-C-39012
2.0 FINISH: D S SPECCATONS AR T FROFERDY o 0
2.1 BODY: PASSIVATED PER QQ.P.35' ﬁéﬁ'iégféLHE MANUFACTURE OR SALE OF ITEM(S) WITHOUT WRITTEN
TITLE
TYPE I UNLESS OTHERWISE SPECIFIED DRAFT MRG DATE
A 2.2 CONNECTORS: PASSIVATED IN e M St =2 ] IMITER OUTLINE
ACCORDANCE WITH MIL-STD-348 AND MIL-C-39012 PAE RIS o moo S7E oo WG Ko
RASEE! T B |wrs 400-F204
R 003 MA, R OR CHAMFER | QA SCALE 3X [SHEET 1 OF 1
4 3 A 2 | 1
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REVISIONS
ZONE | SYM DESCRIPTION DATE | APPROVED
D
SMA FEMALE
CONNECTOR
2 PLACES —= 38 p=— SPECIFICATIONS
FREQUENCY RANGE:  2—18.0 GHz
— B0 INSERTION LOSS: 2.5 dB MAX
LEAKAGE POWER: 50 mMWATTS
400-F205 ‘ PEAK POWER 1000 WATTS
RS - 2 @ 38 AVG POWER 10 WATTS
C / 4 ! RECOVERY TIME 400 NANOSECONDS
DATE CODE w25
e =
SERIAL NUMBER
>
B
NOTES:
1. FINISH: WASH PRIMER PER DOD-P-15328D ISR LR Ut o nH—
PRIMER PER MIL,P,83377D gég%ﬁSg%’;NTHE MANUFACTURE OR SALE OF ITEM(S) WITHOUT WRITTEN LARCORATORIES, IMNC
TITLE
PAINT PER MIL-C-22750 UNLESS OTHERVISE speciFlED  [DRAFT DEC DATE LIMITER DUTLINE
A COLOR :BLUE TOLERANCES On FiNSHRNSes  [CFKD e
2. MARKING: BLACK EPOXY INK .06 HIGH PER MIL-STD— 130 ANGLES=1/2" FRACTIONS =1/64
I EdTT O STZE [ese e [OWG ND oo™ - oo
LR G FNGR B w7
AT SCALE 2/1 [SHEET 1 OF |
4 3 4 2 | !
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4 3 v 2 1
REVISIONS
ZONE | SYM DESCRIPTION DATE | APPROVED
D
SMA MALE PER
MIL-STD-348 AND
MIL-C-39012 ~————— 13709 ———= SMA EEMALE
C MIL-STD-348 AND
MIL-C-39012
s
.31 DIA.
SPECIFICATIONS
—P Adhes FREQUENCY RANGE: 2—18.0 GHz
INSERTION LOSS: 2.8 dB MAX
LEAKAGE POWER: 20 mWATTS
PEAK POWER 300 WATTS
B AVG POWER 2 WATTS
RECOVERY TIME 300 NANOSECONDS
NOTES:
1.0 MATERIAL:
1.1 BODY: CORROSION RESISTANT
] STEEL TYPE 303, PER ASTM A582
1.2 CONNECTORS: CORROSION RESISTANT
STEEL PER MIL-STD-348 AND MIL-C-39012
2.0 FINISH: D A A e ROy O oo
2.1 BODY: PASSIVATED PER QQ_P_35’ géglaég%LHE MANUFACTURE OR SALE OF ITEM(S) WITHOUT WRITTEN
TYPE Il UNLESS OTHERWISE SPECIFIED DRAFT MRG E TITLE
A 2.2 CONNECTORS: PASSIVATED IN DUENSONS ARENINCHES | SHRD == | IMITER OUTLINE
ACCORDANCE WITH MIL-STD-348 AND MIL-C-39012 A PLACE DECIMALS: s 010 [PROD SIZE Tcrsccooe [DWG NO
2 PLACE DECIMALS: + .01
iers comume | [ENGR B |13 400-F206
A 0% I ROR charen - |QA SCALE 3X [SHEET 1 OF 1
4 | 3 A 2 | 1
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REVISIONS
ZONE | SYM DESCRIPTION DATE | APPROVED
D
SMA FEMALE
CONNECTOR
] 2 PLACES = 38 = SPECIFICATIONS
FREQUENCY RANGE: 2—-18.0 GHz
—~ O INSERTION LOSS: 2.8 dB MAX
LEAKAGE POWER: 20 mWATTS
400-F207 ‘ PEAK POWER 300 WATTS
S 2 @ 38 AVG POWER 2 WATTS
C Y/ W Y RECOVERY TIME 300 NANOSECONDS
DATE CODE —»‘ 25
/] e
SERTIAL NUMBER
>
E
NOTES:
1. FINISH: WASH PRINER PER DOD-P-15328D SR e e e nH—
PRIMER PER MIL-P-23377D };QE%SE%NTHE MANUFACTURE OR SALE OF ITEM(S> WITHOUT WRITTEN AR AT CRIES. I
TITLE
PAINT PER MIL-C-22750 UNLESS OTHERVISE speciFlED  [DRAFT DEC DATE LIMITER DUTLINE
: 2. MARKING CBDL/&CDKR EE%?YE INK .06 HIGH PER MIL-STD— 130 e SEEFI%SFE%& o 12717702
- — — ANGLES:*1/2* FRACTIONS:t1/64
~ ~ ' TRiE EET T R SIZE [eie e [DWG ND , oo™ -
oIS s [FNOR B Jwu7s
R ARl el SCALE 2/1 ‘SHEET 1T0F 1
4 3 4 2 | !
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4 3 v 2 1
REVISIONS
ZONE | SYM DESCRIPTION DATE | APPROVED
D
SMA MALE PER
MIL-STD-348 AND
MIL-C-39012 -~ 1.37£09 — = SMA FEMALE
C MIL-STD-348 AND
MIL-C-39012
I 8 o
I ’ ' SPECIFICATIONS
> s FREQUENCY RANGE: 2-8.0 GHz
INSERTION LOSS: 1.6 dB MAX
LEAKAGE POWER: 100 mWATTS
PEAK POWER 2000 WATTS
B AVG POWER 20 WATTS
RECOVERY TIME 600 NANOSECONDS
NOTES:
1.0 MATERIAL:
1.1 BODY: CORROSION RESISTANT
— STEEL TYPE 303, PER ASTM A582
1.2 CONNECTORS: CORROSION RESISTANT
STEEL PER MIL-STD-348 AND MIL-C-39012
2.0 FINISH: D S SPECCATONS AR T FROFERDY o 0
2.1 BODY: PASSIVATED PER QQ.P.35' ﬁéﬁ'iégféLHE MANUFACTURE OR SALE OF ITEM(S) WITHOUT WRITTEN
TITLE
TYPE I UNLESS OTHERWISE SPECIFIED DRAFT MRG
A 2.2 CONNECTORS: PASSIVATED IN e M St =21 | IMITER OUTLINE
ACCORDANCE WITH MIL-STD-348 AND MIL-C-39012 PAE RIS roo S7E oo WG Ko
RASEE! T e B |wrs 400-F208
R 003 MA, R OR CHAMFER | QA SCALE 3X [SHEET 1 OF 1
4 3 3 2 | 1
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REVISIONS
ZONE | SYM DESCRIPTION DATE | APPROVED
D
SMA FEMALE
CONNECTOR
2 PLACES —= 38 |=— SPECIFICATIONS
FREQUENCY RANGE: 2-8.0 GHz
—~ B0 INSERTION LOSS: 1.6 dB MAX
LEAKAGE POWER: 100 mWATTS
400-F209 i PEAK POWER 2000 WATTS
U1 /XXXXXX 8& @ 38 AVG POWER 20 WATTS
C { L Y RECOVERY TIME 600 NANOSECONDS
DATE CODE / w25 L
— =1 19
SERIAL NUMBER
>
B
NOTES:
L FINISH WASH PRIMER PER DOD-P-15328D BES VI, Trorene s, 1 oy s BH—
PRIMER PER MIL7P783377D EEELSISEI%IDRNTHE MANUFACTURE OR SALE OF ITEM(S) WITHOUT WRITTEN L ARORATORIES, IMNC
TITLE
PAINT PER MIL-C-22750 UNLESS OTHERWISE SPECIFIED |DRAFT DEC DATE LIMITER DUTLINE
A COLOR :BLUE oS B85 Mieheses  [ETRD —
2. MARKING: BLACK EPOXY INK .06 HIGH PER MIL—STD— 130 ANGLES 21/2° FRACTIONS:21/64
2 EHASE DS ¢ [PROD STZE |cace coe [DWG NI A00-F 209
s ot e [FNOR B w73
R oo o, R o ek (A SCALE 2/7 [SHEET 1 OF 1
4 3 A = | 1
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